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NOTES:

1. CONNECTOR MATERIALS:

       HOUSING:  HIGH TEMPERATURE THERMOPLASTIC UL94 V-0 BLACK

       OUTER SHIELD:  ZINC  DIECAST, TIN PLATED

       USB SHIELD: COPPER ALLOY,  PLATING:  NICKEL OR TIN

       REAR SHEILD: STAINLESS STEEL

       CONTACT MATERIAL: COPPER ALLOY,

       CONTACT PLATING: SELECTIVE GOLD 30u" IN CONTACT AREA, TIN ON SOLDER TAILS 

       PANAL GASKET: SILICONE RUBBER

       SILICONE SEALING COMPOUND IN REAR OF JACK                                 

2. FOR PRODUCT SPECIFICATION SEE PR44-01 

3. DIMENSIONS AND TOLERANCES COMPLY WITH USB 2.0 STANDARD.

4. ENVIRONMENTAL PERFORMANCE PER IEC 60529 CODE IP67 FOR

    CONNECTOR AND PANEL INTERFACE. REFER TO INSTRUCTION SHEET 

    MN520001 FOR INSTALLATION GUIDELINES. 

5. THE SUGGESTED PANEL OPENING IS INTENDED TO GIVE

   USER THE ABILITY TO HAVE REASONABLE JACK/PANEL

   CLEARANCES, YET MAINTAIN GROUNDING CAPABILITY.

   THESE VARIABLES CAN BE ADJUSTED IN EITHER DIRECTION

   BUT MAY CARRY SOME CONSEQUENCES IN THE FORM OF

   LOWER MATING FORCES OR TIGHTER ASSEMBLY TOLERANCES.

6. CURRENT RATING: 1.5 AMP AT 250V AC

    VOLTAGE RATING: 30V 

7. CONTACT RESISTANCE 30 mil ohms MAX

8. OPERATING TEMERATURE: -40C TO 85C
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"A" THREADED HOLE (2 HOLES)

(SEE CHART FOR OPTIONS) 

PART NUMBER "A" THREADED HOLE

SS-52200-001 #4-40 UNC THREAD

SS-52200-002 M3 X 0.5 THREAD

.024 [0.61] (4)

TOP SURFACE PCB

.241 [6.13]

.478 [12.13]

(.092 [2.33])
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4 HOLES

RECOMMENDED PCB LAYOUT

COMPONENT SIDE OF BOARD
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RECOMMENDED PANEL CUTOUT

OUTSIDE VIEW OF PANEL

METAL BACK COVER

FOR EMI SHIELDING

MOUNTING SCREWS

(NOT SUPPLIED)
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POSITION #1
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