
 
 
NO: PX-055 PRODUCT:  E2E Small Diameter Proxes  
DATE: February 2014 TYPE:  Discontinuation Notice 

Legacy E2E Small Diameter Proximity Sensors Discontinued 
March 2015; Replace with E2E-C0/E2E-S05 Series 
Effective date:  March 31, 2015 
 
Product Discontinuation   

    

 

Recommended Replacement 
Model E2E-CR6 series Model E2E-C03 series 
Model E2E-CR8 series Model E2E-C04 series 
Model E2E-C1 series Model E2E-C04 series 
Model E2E2-X1 series Model E2E-S05 series 
 
Reasons for Discontinuation:  Users now expect a longer sensing distance, faster response 
frequency and extensive circuit protection from miniature proximity sensors. The new E2E-C0 series 
offers improved performance, expanded circuit protection and a standard size operation indicator. 

Circuit protection was expanded from power supply reverse polarity protection and a surge 
suppressor with the addition of output reverse polarity protection and load short-circuit protection. 

Operation indicator size and color has been standardized to a round spot with yellow lamp for easy 
monitoring and compliance with European standard EN60947-5-2. The red indicator is now yellow. 

The unthreaded cylindrical, 5.4 mm diameter E2E-C1 models have been replaced with the smaller,  
4 mm unthreaded cylindrical E2E-C04 model that offers a longer sensing distance. 

 

Refer to the following pages for a detailed comparison. 

Affected Parts 
Product discontinuation  Recommended replacement  
E2E-C1B1 2M  E2E-C04S12-WC-B1 2M  
E2E-C1B1 5M  E2E-C04S12-MC-B1  
E2E-C1B2 2M  E2E-C04S12-WC-B2 2M  
E2E-C1C1 10M  E2E-C04S12-MC-C1  
E2E-C1C1 2M  E2E-C04S12-WC-C1 2M  
E2E-C1C1 5M  E2E-C04S12-MC-C1  
E2E-C1C1-4 0.6M  No recommended replacement  
E2E-C1C1-R 2M  E2E-C04S12-MC-C1  
E2E-C1C1-R 5M  E2E-C04S12-MC-C1  
E2E-C1C2 2M  E2E-C04S12-WC-C2 2M  
E2E-C1C2 5M  E2E-C04S12-MC-C2  
E2E-C1C2-4 0.6M  No recommended replacement  
E2E-C1C2-R 2M  E2E-C04S12-MC-C2  
E2E-CR6B1 2M  E2E-C03SR8-WC-B1 2M  
E2E-CR6B2 2M  E2E-C03SR8-WC-B2 2M  
E2E-CR6B2-1 1M  E2E-C04S12-WC-B1 2M  
E2E-CR6B2-2 1M  No recommended replacement  
E2E-CR6C1 2M  E2E-C03SR8-WC-C1 2M  
E2E-CR6C2 2M  E2E-C03SR8-WC-C2 2M  
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Product discontinuation  Recommended replacement  
E2E-CR8B1 0.5M  E2E-C04S12-WC-B1 2M  
E2E-CR8B1 2M  E2E-C04S12-WC-B1 2M  
E2E-CR8B1 5M  E2E-C04S12-MC-B1  
E2E-CR8B1-10 2M  E2E-C04S12-WC-B1 2M  
E2E-CR8B1-11 0.042M  E2E-C04S12-WC-B1 2M  
E2E-CR8B1-12 0.042M  E2E-C04S12-WC-B1 2M  
E2E-CR8B1-12 2M  E2E-C04S12-WC-B1 2M  
E2E-CR8B1-M5  E2E-C04S12-MC-B1  
E2E-CR8B1-R 5M  E2E-C04S12-MC-B1  
E2E-CR8B2 2M  E2E-C04S12-WC-B2 2M  
E2E-CR8B2 5M  E2E-C04S12-MC-B2  
E2E-CR8B2-M5  E2E-C04S12-MC-B2  
E2E-CR8B2-R 2M  E2E-C04S12-MC-B2  
E2E-CR8C1 10M  E2E-C04S12-MC-C1  
E2E-CR8C1 2M  E2E-C04S12-WC-C1 2M  
E2E-CR8C1 5M  E2E-C04S12-MC-C1  
E2E-CR8C1-10 2M  E2E-C04S12-WC-C1 2M  
E2E-CR8C1-2 2M  E2E-C04S12-MC-C1  
E2E-CR8C1-M5  E2E-C04S12-MC-C1  
E2E-CR8C1-R 2M  E2E-C04S12-MC-C1  
E2E-CR8C1-R 5M  E2E-C04S12-MC-C1  
E2E-CR8C2 2M  E2E-C04S12-WC-C2 2M  
E2E-CR8C2 5M  E2E-C04S12-MC-C2  
E2E-CR8C2-R 2M  E2E-C04S12-MC-C2  
E2E-X1B1 0.4M  E2E-S05S12-WC-B1 2M  
E2E-X1B1 0.8M  E2E-S05S12-WC-B1 2M  
E2E-X1B1 2M  E2E-S05S12-WC-B1 2M  
E2E-X1B1 5M  E2E-S05S12-MC-B1  
E2E-X1B1-9-N 2M  E2E-S05S12-WC-B1 2M  
E2E-X1B1-G1 2M  E2E-S05S12-WC-B1 2M  
E2E-X1B1-M1J 0.3M  E2E-S05S12-CJ-B1 0.3M  
E2E-X1B1-M5  E2E-S05S12-MC-B1  
E2E-X1B1-R 2M  E2E-S05S12-MC-B1  
E2E-X1B1-R 5M  E2E-S05S12-MC-B1  
E2E-X1B2 2M  E2E-S05S12-WC-B2 2M  
E2E-X1B2 5M  E2E-S05S12-MC-B2  
E2E-X1B2-M1J 0.3M  E2E-S05S12-CJ-B2 0.3M  
E2E-X1B2-M5  E2E-S05S12-MC-B2  
E2E-X1C1 10M  E2E-S05S12-MC-C1  
E2E-X1C1 2M  E2E-S05S12-WC-C1 2M  
E2E-X1C1 5M  E2E-S05S12-MC-C1  
E2E-X1C1-3 2M  E2E-S05S12-WC-C1 2M  
E2E-X1C1-G1 2M  E2E-S05S12-WC-C1 2M  
E2E-X1C1-M5  E2E-S05S12-MC-C1  
E2E-X1C1-R 2M  E2E-S05S12-MC-C1  
E2E-X1C1-R 5M  E2E-S05S12-MC-C1  
E2E-X1C2 2M  E2E-S05S12-WC-C2 2M  
E2E-X1C2 5M  E2E-S05S12-MC-C2  
E2E-X1C2-9-N 2M  E2E-S05S12-WC-C2 2M  
E2E-X1C2-M5  E2E-S05S12-MC-C2  
E2E-X1C2-R 2M  E2E-S05S12-MC-C2  
E2E-X1C2-R-N 5M  E2E-S05S12-MC-C2  
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Changes 
Body color 
Product discontinuation  Recommended replacement  
Model E2E-CR6/-CR8/-C1/-X1 series Model E2E-C03/-C04/S05 series 
 Case: Silver  Case: Silver  
 Detecting surface: Light Gray  Detecting surface: Black  

Wiring diagrams 
Product discontinuation  Recommended replacement  

Model E2E-CR6/-CR8/-C1/-X1 series Model E2E-C03/-C04/S05 series 

E2E-C/XC 
NPN Open-collector Output 

 
 

E2E-C/S--C 
NPN Output 

 

  

E2E-CR8C-M5/E2E-X1C-M5 

 
E2E-C/XB 
PNP Open-collector Output 

 
 

E2E-C/S--B 
PNP Output 

 

 

E2E-CR8B-M5/E2E-X1B-M5 
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Mounting dimensions 
Product discontinuation  Recommended replacement  

Model E2E-CR6/-CR8/-C1/-X1 series  Model E2E-C03/-C04/S05 series 

Mounting hole dimensions 

 

 
 
Mounting unthreaded cylindrical models (E2E-C) 

 

Mounting hole dimensions 

 

 
 
Mounting unthreaded cylindrical models (E2E-C) 

\ 
Tighten the set screw to the torque indicated in the table. 

Overall Dimensions 
Product discontinuation  Recommended replacement  

Model E2E-CR6/-CR8/-C1/-X1 series  Model E2E-C03/-C04/S05 series 

E2E-CR6 E2E-C03SR8-WC- 

E2E-CR8 E2E-C04S12-WC- 

 
 
E2E-C04S12-MC- 

 

E2E-C1 
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Overall Dimensions continued 

Product discontinuation  Recommended replacement  

E2E-X1 

 

E2E-C05S12-WC- 

E2E-C05S12-MC- 

 
E2E-C05S12-CJ- 
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Characteristics
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Operation Ratings 

 
 
 Specifications and prices in this product news are as of the issue date and are subject to change without notice. 

Only main changes in specifications are described in this document. Please be sure to read the relevant catalogs, datasheets, product 
specifications, instructions, and manuals for precautions and necessary information when using products.




