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TERMINAL 1
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TERMINAL 4
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SPECIFICATIONS:
RATING: 16V DC @ 300mA
CONTACT RESISTANCE: 100m OHMS MAX
INSULATION RESISTANCE: 100M OHMS MIN: 500V DC
VOLTAGE WITHSTAND: 500V AC R.M.S. FOR 1 MINUTE
LIFE: 5,000 CYCLES
OPERATING TEMP: -40 ~ +85C

Titanium Copper Silver

Phosphor Bronze
Silver
Silver
Gold

Titanium Copper

Brass
PBT

SMT AUDIO JACK W/4 CONDUCTORS 2.5mm
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Note:
Add suffix “-TR” to the model number for 
tape & reel packaging

11/29/2012added TR package optionC
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Additional Resources:    Product Page

https://www.cuidevices.com/track?actionLabel=Datasheet-ClickThrough-ProductPage&label=SJ-4252X-SMT.pdf&path=%2fproduct%2finterconnect%2fconnectors%2faudio-connectors%2f4-conductor-jacks%2f4-conductor-2.5-mm-smt-audio-jack%2fsj-4252x-smt-series
https://www.cuidevices.com/track?actionLabel=Datasheet-ClickThrough-ProductPage&label=SJ-4252X-SMT.pdf&path=%2fproduct%2finterconnect%2fconnectors%2faudio-connectors%2f4-conductor-jacks%2f4-conductor-2.5-mm-smt-audio-jack%2fsj-4252x-smt-series
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TOLERANCE:
X.X ±0.3mm
X.XX ±0.2mm

C

MATERIAL

TERMINAL 1

HOUSING

PLATING

TERMINAL 2
TERMINAL 4
TERMINAL 5
TERMINAL 6

SPECIFICATIONS:
RATING: 16V DC @ 300mA
CONTACT RESISTANCE: 100m OHMS MAX
INSULATION RESISTANCE: 100M OHMS MIN: 500V DC
VOLTAGE WITHSTAND: 500V AC R.M.S. FOR 1 MINUTE
LIFE: 5,000 CYCLES
OPERATING TEMP: -40 ~ +85C

Titanium Copper
Brass

Silver
Silver

Phosphor Bronze
Silver
Silver
Gold

Titanium Copper

Brass
PBT

SMT AUDIO JACK W/4 CONDUCTORS 2.5mm
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11/29/2012added TR package optionC

Note:
Add suffix “-TR” to the model number for 
tape & reel packaging
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https://www.cuidevices.com/track?actionLabel=Datasheet-ClickThrough-ProductPage&label=SJ-4252X-SMT.pdf&path=%2fproduct%2finterconnect%2fconnectors%2faudio-connectors%2f4-conductor-jacks%2f4-conductor-2.5-mm-smt-audio-jack%2fsj-4252x-smt-series
https://www.cuidevices.com/track?actionLabel=Datasheet-ClickThrough-ProductPage&label=SJ-4252X-SMT.pdf&path=%2fproduct%2finterconnect%2fconnectors%2faudio-connectors%2f4-conductor-jacks%2f4-conductor-2.5-mm-smt-audio-jack%2fsj-4252x-smt-series
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Titanium Copper
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MATERIAL

TERMINAL 1

HOUSING

PLATING

TERMINAL 3
TERMINAL 4
TERMINAL 5
TERMINAL 6

Silver

X.X ±0.3mm
TOLERANCE:

Gold
Silver
Silver

LIFE: 5,000 CYCLES

Titanium Copper Silver

Phosphor Bronze

SPECIFICATIONS:
RATING: 16V DC @ 300mA
CONTACT RESISTANCE: 100m OHMS MAX
INSULATION RESISTANCE: 100M OHMS MIN: 500V DC
VOLTAGE WITHSTAND: 500V AC R.M.S. FOR 1 MINUTE

LCP

SJ-42525TS-SMT

SMT AUDIO JACK W/4 CONDUCTORS 2.5mm
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11/29/2012added TR package optionD

Note:
Add suffix “-TR” to the model number for 
tape & reel packaging
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https://www.cuidevices.com/track?actionLabel=Datasheet-ClickThrough-ProductPage&label=SJ-4252X-SMT.pdf&path=%2fproduct%2finterconnect%2fconnectors%2faudio-connectors%2f4-conductor-jacks%2f4-conductor-2.5-mm-smt-audio-jack%2fsj-4252x-smt-series
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MATERIAL

TERMINAL 1
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TERMINAL 2
TERMINAL 3
TERMINAL 4
TERMINAL 5
TERMINAL 6

Silver

X.X ±0.3mm
TOLERANCE:

Gold
Silver
Silver

LIFE: 5,000 CYCLES

Titanium Copper
Brass

Silver
Silver

Phosphor Bronze

SPECIFICATIONS:
RATING: 16V DC @ 300mA
CONTACT RESISTANCE: 100m OHMS MAX
INSULATION RESISTANCE: 100M OHMS MIN: 500V DC
VOLTAGE WITHSTAND: 500V AC R.M.S. FOR 1 MINUTE
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Note:
Add suffix “-TR” to the model number for 
tape & reel packaging

11/29/2012added TR package optionD
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