REEL SPECIFICATIONS:
> REEL DIAMETER: 330 (13.00)
> WIDTH: 24 (0.945)
> PITCH: 20 (0.787)
> PARTS PER REEL: 1000

All dimensions are in millimeters.

TOLERANCES UNLESS SPECIFIED
0.50 - 6.00 ±0.10
6.00 - 30.00 ±0.20
30.00 - 120.00 ±0.30
120.00 - 400.00 ±0.50
Ø HOLE ±0.10

ANGULAR TOL. ±1°

THIRD ANGLE PROJECTION

FOOTPRINT LAYOUT

REVISION CHANGES

<table>
<thead>
<tr>
<th>REV</th>
<th>DESCRIPTION</th>
<th>DATE</th>
<th>BY</th>
<th>APPROVED</th>
</tr>
</thead>
<tbody>
<tr>
<td>T2</td>
<td>ADDED CROSS SUPPORT FOR ORIENTATION</td>
<td>07/14/03</td>
<td>ARZ</td>
<td></td>
</tr>
<tr>
<td>T3</td>
<td>SEE SHEET 2</td>
<td>12/08/03</td>
<td>ALP</td>
<td></td>
</tr>
<tr>
<td>T4</td>
<td>F/N WAS BMI-S-201-F</td>
<td>03/10/05</td>
<td>ARZ</td>
<td>RJR</td>
</tr>
<tr>
<td>5</td>
<td>INSERTED DUAL DIMENSIONS &amp; CARRIER TAPE</td>
<td>06/12/06</td>
<td>RCH</td>
<td>DG</td>
</tr>
<tr>
<td>6</td>
<td>P/N WAS BMI-1-201-F, ADDED LAIRD MARK</td>
<td>08/15/07</td>
<td>IV</td>
<td>JE</td>
</tr>
<tr>
<td>7</td>
<td>CHANGE DIMPLE TOL. TO ±0.05(0.0015)</td>
<td>09/19/07</td>
<td>IV</td>
<td>JE</td>
</tr>
</tbody>
</table>

SHIELD FRAME

CUSTOMER: CUST. ENGR. PART NO.

PROJECT: CATALOG DATE: 12/06/97 BMI-S-201-F

DRAWN BY: ARZ SCALE: 6.000 SYSTEM: PRO/E

APPROD BY: ARZ SHEET NO. 2 OF 2 FILE: BMI-S-201-F

1751 WILKENING COURT
SCHAUMBURG, IL 60173