Auxiliary Equipment

Strippers

The Bench Prefeeder is a perfect companion to the Automatic Cut and Strip Machine, P/N 1214316-1. This prefeeder uses a traditional dancer slide and an electronically controlled belt drive transport system. The price/performance ratio of this economical prefeeder makes it a good choice for feeding small to medium sized spools.

**Dimensions:**
- Outer Cable Diameter: max. OD: .236 [6.0] (Guide tube clearance: .280 [7])
- Outer Cable Reel Diameter: 18 [475]
- Max. Cable Reel Weight: 44 lbs. [20 kg]
- Shaft Length: 16 [406]
- Diameter Reel Center: .750-2.50 [19-65]
- Speed Rate: 0-5.9 ft/sec [0-1.8 m/sec]
- Depth: 16.5 [419]
- Width: 18 [457]
- Height: 11.8 [300]
- Dancer Height: 22 [559]
- Motor: 1/8 HP DC
- Electrical Requirements: 100, 120, 220, 240, VAC 50-60 Hz/120 VA
- Net Weight: 38 lbs [17 kg]

**Specifications:**
- Outer Cable Diameter — max. OD: .236 [6.0] (Guide tube clearance: .280 [7])
- Outer Cable Reel Diameter — 18 [475]
- Max. Cable Reel Width — 12 [305]
- Max. Cable Reel Weight — 44 lbs. [20 kg]
- Shaft Length — 16 [406]
- Diameter Reel Center — .750-2.50 [19-65]
- Speed Rate — 0-5.9 ft/sec [0-1.8 m/sec]
- Depth — 16.5 [419]
- Width — 18 [457]

**Kappa 225, Automatic Cut and Strip, 3-547178-0**

The Kappa 225 is a universally, versatile machine for cutting and stripping single and multi-conductor wires. With its high cutting and pull-off power, the Kappa 225 is able to process stranded wires up to 8 AWG with an outside diameter of 0.41 inch.

**Specifications:**
- Width — 22 [560]
- Depth — 15.4 [390]
- Height — 13.4 [340]
- Weight — 79.4 lb [36 kg]
- Wire Cross-Sections — Stranded wire: 30-8 AWG (0.05 - 10mm²); Solid wire: max. 14 AWG [2.5 mm²]
- Outer Diameter — 0.41 [10.5] max.
- Flat Ribbon Cables — 0.47 [12]

**Kappa 230, Automatic Cut and Strip, 3-547178-1**

The Kappa 230 has all the features of the Kappa 225 plus the capability of processing wires with a cross section up to 6 AWG.

**Specifications:**
- Width — 25 [630]
- Depth — 16 [400]
- Height — 13.4 [340]
- Weight — 95 lb [43 kg]
- Wire Cross-Sections — 24-5 AWG [0.22 - 16mm²]
- Flat Ribbon Cables — width up to 40mm
- Length Range — 0.04”-328.05ft [1mm - 99.99m] (+/- 0.2% or 1mm, depending on wire length)
- Electrical — 110 / 230V - 50/60Hz, switches automatically

For more information, request Catalog 1307774.